CERTIFICATE NUMBER DATE
17-.D1619350-PDA 02 May 2017

ABS TECHNICAL OFFICE
London Engineering Department

CERTIFICATE OF
DESIGN ASSESSMENT

This is to certify that a representative of this Bureau did, at the request of

CMP PRODUCTS LTD.

assess design plans and data for the below listed product. This assessment is a representation by the Bureau as to the

degree of compliance the design exhibits with applicable sections of the Rules. This assessment does not waive unit
certification or classification procedures required by ABS Rules for products to be installed in ABS classed vessels or
facilities. This certificate, by itself, does not reflect that the product is Type Approved. The scope and limitations of
this assessment are detailed on the pages attached to this certificate.

Product: Cable, Glands and Accessories

Model:  A2FRC Cable Glands for Conduit, Adaptors, Reducers and Stopping Plugs
This Product Design Assessment (PDA) Certificate 17-LD1619350-PDA, dated 02/May/2017 remains valid until 01/May/2022 or until the
Rules or specifications used in the assessment are revised (whichever occurs first).

This PDA is intended for a product to be installed on an ABS classed vessel, MODU or facility which is in existence or under contract for
construction on the date of the ABS Rules or specifications used to evaluate the Product.

Use of the Product on an ABS classed vessel, MODU or facility which is contracted after the validity date of the ABS Rules and specifications
used to evaluate the Product, will require re-evaluation of the PDA.

Use of the Product for non ABS classed vessels, MODUs or facilities is to be to an agreement between the manufacturer and intended client.

\ASVI RICAN BUREAU QF SHIPPING
QIO ,
N\

Vasileios Vitanopoulos
Engineer/Consultant

NOTE This cenificate evidences compliance with ane or more of the Rules, Guides. standards o ather critert of ABS or a statwiory, industrial or manufucturers standards. W is Issued solely for the use
of ABS, its committees, its clients or other authonzed entitics. Any significant changes 1 the slorementioned product without approval from ADS will result 1n this cenificate becoming null and void
This censficue is governed by ihe terms and conditions as contained i ABS Rules 1-1-A3/5.9 Tenms and Conditions of the Request for Product Ty pe Approval i Agreement (2010)

AB258{0110)



CMP PRODUCTS LTD.
36 NELSON WAY
NELSON PARK EAST
CRAMLINGTON
United Kingdom NE23 1WH
Telephone: +44 191 265 7411
Fax: +44 1670 715 646
Email: customerservices@cmp-products.com
Web: www.cmp-products.com
Tier: 3 - Type Approved, unit certification not required

Product: Cable, Glands and Accessories
Model: A2FRC Cable Glands for Conduit, Adaptors, Reducers and Stopping Plugs
Intended Service:

For use on ABS Classed Vessels and Offshore Installations in accordance with the listed ABS Rules and International
Standards.

Description:
Gland Accessories of Certified-Safe Type, Model A2FRC for conduit, Adaptors, Reducers and Stopping Plugs as

certified by a recognized testing laboratory. They can be used in both hazardous and/or non-hazardous locations on
ships and offshore units.

A2FRC range of cable glands

For termination of circular braided or unarmoured cables. Consisting of a male-threaded entry item, seal actuation nut
and outer captivated or running coupling. Front entry item, with a displacement sealing ring screws into an enclosure
entry. The outer running coupling retained in the seal actuation nut allowing a free running threaded connection.

Ranges of Adaptors, Reducers and Stopping Plugs
737: Adaptor/reducer

787: 90 degree Adaptor

797: Adaptor

777: Insulated Adaptor

747,757, 767: Stopping Plugs

783, 793: Y adaptor, T adaptor

Types 737 and 797 Ranges of Adaptors and Reducers:

Metallic or non-metallic 737 Range of Adaptors / Reducers for conversion to another thread form and/or size. 797
Range of Adaptors intended to convert an enclosure entry to the opposite thread form and/or size. May have an
optional O-ring seal.

Types 747, 757 and 767 Ranges of Stopping Plugs

Type 747 Range of Stopping Plugs manufactured from metallic or non-metallic material comprising a cylindrical
body with an external male thread. Having a socket head recess (747), hexagonal head (757) or domed head (767).
May have an optional 'O’ ring seal.

Type 777 Range of insulated adaptors
Consist of three parts: a metallic front portion that forms a threaded entry into the equipment, a non-metallic insulator
and a metallic rear section that accommodates a gland.

Type 787 Range of Right-Angled Adaptors
Have a male thread at one end, a female thread at 90 ° to the male thread. Intended to provide cable entry options
where space is limited. May have an optional O-ring seal.

Type 783 series (Y) and 793 series (T) shaped dual entry angled Adaptors. Having a male thread at one end and two
female threads 120 ° and 90 ° respectively to the male thread. Intended to provide dual cable entry options for cables
to enter enclosures where space is limited. May have an optional O-ring seal.

Rating:

A2FRC: range of cable glands

Ingress protection: IP 66

Temperature: -60 °C to +130 °C (standard seal), -20 °C to +200 °C (high temperature seal)

Type of Protection: Flameproof, Increased Safety, Restricted Breathing and Dust Protection

Marking: Ex d IIC Gb, Ex e 1IC Gb, Ex ta I1IC Da, Ex nR IIIC Da; IEC Ex Certificate: IECEx SIR13.0023X Issue 3

As of 02/May/2017 Type Approved Page 1 of 4



CMP PRODUCTS LTD.

36 NELSON WAY
NELSON PARK EAST
CRAMLINGTON

United Kingdom NE23 1WH
Telephone: +44 191 265 7411
Fax: +44 1670 715 646

Email: customerservices@cmp-products.com
Web: www.cmp-products.com \/

Tier: 3 - Type Approved, unit certification not required

: 112G Ex d IIC Gb, 11 2G Ex e 1IC Gb, 11 1D Ex ta IIIC Da, II 3 Ex nR IIC Gc¢; ATEX Certificate: SIRA
13ATEX1068X, SIRA 13ATEX4074X

737,747,757, 767, 797
Ingress protection: 1P 64
Temperature: Non-Metallic (737,747, 757, 767): -20 °C to +60 °C, Metallic:-60 °C to +20 °C
Type of Protection: Flameproof, Increased Safety and Dust
Marking: Ex d IIC Gb/ Ex e 1IC Gb, 11 1D Ex ta lIIC Da (Metallic Version)
: Ex e 1IC Gb, Ex ta IIIC Da (Non-metallic Version)
Marking: 1I 2G Ex d IIC Gb/ Ex e 1IC Gb, 11 1D Ex ta IIIC Da (Metallic Version)
:112 G Ex e IIC Gb, II 1D Ex ta IlIC Da (Non-metallic Version)
1IEC Ex Certificate: IECEx SIR 13.0094X Issue 1, ATEX Certificate: SIRA 13ATEX1265X

777

Ingress protection: 1P 66

Temperature: -60 °C to +130 °C

Type of Protection: Flameproof, Increased Safety and Dust

Marking: Ex d 1IC Gb/ Ex e 1IC Gb/ Ex ta IIIC Da; IECEx Certificate: IECEx SIR 10.0027U Issue 0
:112GD Ex d IIC Gb/ Ex e IIC Gb / Ex ta IIIC Da; ATEX Certificate: Sira 10ATEX1057U Issue: 0

787

Ingress protection: IP 64

Temperature: -60 °C to +200 °C

Type of Protection: Flameproof, Increased Safety and Dust

Marking: Ex d IIC Gb / Ex e IIC Gb, Ex ta IIIC Da; IECEx Certificate: IECEx SIR 14.0014U Issue 0
:112GI11D, ExellC Gb/ Ex d IIC Gb/ Ex ta IIIC Da; ATEX Certificate: Sira 14ATEX1033U Issue 0

783, 793

Ingress protection: IP 64

Temperature: -60 °C to +200 °C

Type of Protection: Flameproof, Increased Safety, Restricted Breathing and Dust Protection

Marking: Ex db IIC Gb, Ex eb IIC Gb, Ex ta IIIC Da; IEC Ex Certificate: IECEx SIR IECEx SIR 16.0081U Issue 1
: 111D 2G Ex db IIC Gb, Ex eb IIC Gb, Ex ta I1IC Da; ATEX Certificate: Sira 16ATEX1234U Issue 1

Service Restriction:

Unit Certification is not required for this product. If the manufacturer or purchaser request an ABS Certificate for
compliance with a specification or standard, the specification or standard, including inspection standards and
tolerances, must be clearly defined.

Comments:

The Manufacturer has provided a declaration about the control of, or the lack of Asbestos in this product.

The gland accessory is to be assembled strictly in accordance with the fitting instructions supplied with each
component.

Applicable class of the hazardous location is to be in accordance with the Certificate to cover the A2FRC Cable
Glands for Conduit, Adaptors, Reducers and Stopping Plugs.

Special conditions apply as per IECEx Certificates and ATEX Certificates.

Notes/Drawing/Documentation:
Drawing No. 737 SIR 13.0094X, Certificate, Revision: 01, Date: 17.09.2014, Pages: 06
Drawing No. 777 IECEx SIR 10.0027U, Certificate, Revision: 00, Date: 10..05.2010, Pages: 04
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CMP PRODUCTS LTD.

36 NELSON WAY
NELSON PARK EAST
CRAMLINGTON

United Kingdom NE23 1WH
Telephone: +44 191 265 7411
Fax: +44 1670 715 646

Email: customerservices@cmp-products.com
Web: www.cmp-products.com

i

Tier: 3 - Type Approved, unit certification not required

Drawing No.
Drawing No.
Drawing No.
Drawing No.
Drawing No.
Drawing No.
Drawing No.
Drawing No.
Drawing No.
Drawing No.
Drawing No.
Drawing No.
Drawing No.
Drawing No.
Drawing No.
Drawing No.
Drawing No.
Drawing No.
Drawing No.
Drawing No.
Drawing No.
Drawing No.
Drawing No.
Drawing No.
Drawing No.
Drawing No.
Drawing No.
Drawing No.
Drawing No.
Drawing No.
Drawing No.
Drawing No.
Drawing No.
Drawing No.
Drawing No.
Drawing No.
Drawing No.
Drawing No.
Drawing No.
Drawing No.
Drawing No.

Type 787 IECEx SIR 14.0014U, Certificate, Date: 20.03.2014, Revision: 00, Pages: 05
783,793 IECEx SIR 16.0081U, Certificate, Revision: 01, Date: 13.12.2016, Pages: 06
A2FRC IECEx SIR 13.0023X, Certificate, Revision: 03, Date: 17.12.2014, Pages: 08

FI 428, Fitting Instruction 777, Revision: 10, Date: 24.06.2015, Pages: 02

FI 431, Fitting Instruction 747, 757, 767, Revision: 11, Date: 24.06.2015, Pages: 02

FI 432, Fitting Instruction 787, Revision: 08, Date: 24.06.2015, Pages: 02

FI 435, Fitting Instruction 737, 797, Revision: 09, Date: 24.06.2015, Pages: 02

FI 448, Fitting Instruction A2FRC, Revision: 07, Date: 24.06.2015, Pages: 02

FI 516, Fitting Instruction 783, 793, Revision: 04, Date: 13.07.2016, Pages: 02
GB/SIR/14.0066/00, Test Report, Revision: 00, Date: 08.2014, Pages: 12
GB/SIR/EXTR 10.0087/00, Test Report, Revision: 00, Date: 01.12.2016, Pages: 19
GB/SIR/EXTR 13.0066/00, Test Report, Revision: 00, Date: 04.2010, Pages: 62
GB/SIR/EXTR 13.0298/00, Test Report, Revision: 00, Date: 11.2013, Pages: 32
GB/SIR/EXTR 14.0201/00, Test Report, Revision: 00, Date: 08.2014, Pages: 21
GB/SIR/EXTR 14.0282/00, Test Report, Revision: 00, Date: 13.10.2014, Pages: 11
GB/SIR/EXTR 14.0307/00, Test Report, Revision: 00, Date: 05.12.2014, Pages: 14
GB/SIR/EXTR 16.0200/00, Test Report, Revision: 00, Date: 08.2016, Pages: 33
GB/SIR/EXTR 16.0313/00, Test Report, Revision: 00, Date: 12.2016, Pages: 13
R21992A/00, Test Report, Revision: 00, Date: 05.2010, Pages: 12

R25736A/00, Test Report, Revision: 00, Date: 08.2011, Pages: 15

R28132A/00, Test Report, Revision: 00, Date: 07.2013, Pages: 06

R70006933A/00, Test Report, Revision: 00, Date: 07.2014, Pages: 04

SIRA 10Y9148U, Certificate, Revision: 03, Date: 28.07.2014, Pages: 03

SPP 240, Data Sheet 783, Revision: 03, Pages: 01

TDS 500, Data Sheet 737, Revision: 08, Pages: 03

TDS 503, Data Sheet 757, Revision: 08, Pages: 03

TDS 504, Data Sheet 787, Revision: 02, Pages: 01

TDS 505, Data Sheet 767, Revision: 08, Pages: 01

TDS 540, Data Sheet, A2FRC, Revision: 08, Pages: 01

TDS 586, Data Sheet 777, Revision: 09, Pages: 01

TDS 588, Data Sheet 747, Revision: 06, Pages: 01

TDS 590, Data Sheet 797, Revision: 06, Pages: 01

TPC 200, CMP Cable Gland Catalogue, Revision: 02, Pages: 184

CMP Statement, Revision: 00, Pages:1

SIRA 14ATEX1033U, 787 ATEX certificate, Revision: 00, Date: 19.02.2014, Pages: 04
SIRA13ATEX1265X, 737-797 ATEX certificate, Revision: 01, Date: 05.09.2014, Pages: 06
SIRA 10ATEX1057U, 777 ATEX certificate, Revision: 00, Date: 09.04.2010, Pages: 04
SIRA13ATEX4074X, CMP A2FRC certificate, Revision: 02, Date: 17.12.2014, Pages: 07
SIRA13ATEX1068X, CMP A2FRC certificate, Revision: 02, Date: 05.12.2014, Pages: 07
SIRA 16ATEX1234U, 783, 793 ATEX Certificate, Revision: 01, Date: 13.11.2016, Pages: 05
SIRA 10Y9147U, BS 6121 Certificate, Revision: 00, Date: 11.05.2010.

Terms of Validity:
This Product Design Assessment (PDA) Certificate 17-LD1619350-PDA, dated 02/May/2017 remains valid until
01/May/2022 or until the Rules or specifications used in the assessment are revised (whichever occurs first).

This PDA is intended for a product to be installed on an ABS classed vessel, MODU or facility which is in existence
or under contract for construction on the date of the ABS Rules or specifications used to evaluate the Product.

Use of the Product on an ABS classed vessel, MODU or facility which is contracted after the validity date of the ABS

As of 02/May/2017
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CMP PRODUCTS LTD.
36 NELSON WAY
NELSON PARK EAST
CRAMLINGTON
United Kingdom NE23 1WH
Telephone: +44 191 265 7411
Fax: +44 1670 715 646
Email: customerservices@cmp-products.com
Web: www.cmp-products.com
Tier: 3 - Type Approved, unit certification not required

Rules and specifications used to evaluate the Product, will require re-evaluation of the PDA.

Use of the Product for non ABS classed vessels, MODUs or facilities is to be to an agreement between the
manufacturer and intended client.

STANDARDS

ABS Rules:

- Steel Vessels (2017): 1-1-4/7.7, 1-1-A3&A4;; 4-1-1/7.15, 4-8-3 /1.7, 4-8-3/13;

- Steel Vessels Under 90 Meters (295 Feet) in Length (2017): 1-1-4/7.7, 1-1-Appendix 3 & 4; 4-1-1/37, 4-6-3/11.1.1
(a);

- Offshore Support Vessels (2017): 1-1-4/7.7, 1-1-A3&A4;; 4-1-1/7.15, 4-8-3 /1.7, 4-8-3/13;

- Facilities on Offshore Installations (2016): 1-1-4/9.7, 1-1-A2&A3;

- Mobile Offshore Drilling Units (2017): 1-1-4/9.7, 1-1-A3&A4;; 6-1-1/9, 6-1-1/13; 4-1-1/7.9, 4-3-3/9.1.2;

- Steel Vessels for Service on Rivers and Intracoastal Waterways (2017): 1-1-4/7.7, 1-1-A3&A4; 4-1-1/21, 4-5-
3/11.1.1;

- High Speed Crafts (2017): 1-1-4/11.9, 1-1-A2&A3; 4-1-1/37, 4-6-3/9.1.1;

- Steel Barge Rules (2017): 1-1-4/7.7, 1-1-A3&A4;

National:
NA

International:

A2FRC, 737, 787,797,777, 747,757, 767

IEC 60079-0 Ed 6.0:2011, IEC 60079-1 Ed 6.0:2007, IEC 60079-7 Ed 4.0:2006, IEC 60079-15 Ed 4.0:2010, IEC
60079-31 Ed 1.0:2008, IEC 62444 Ed 1.0:2010

EN 60079-0:2012, EN 60079-1:2007, EN 60079-7:2007, EN 60079-15:2010, EN 60079-31:2009, BS 6121:1989, EN
50262:1998 + Amendment 2001, EN 62444:2013

783, 793: Y adaptor, T adaptor

1EC/EN 60079-0 Ed 6.0:2011, IEC/EN 60079-1 Ed 7.0:2014, IEC/EN 60079-7 Ed 5.0:2015, IEC/EN 60079-31 Ed
2.0:2013

EN 60079-0:2012/A11:2013, EN 60079-1:2014, EN 60079-7:2015, EN 60079-31:2014

Government:
NA

EUMED:
NA ,

OTHERS:
gris:

As of 02/May/2017 Type Approved Page 4 of 4
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Certificate number: 43180/A1 BV
File number: ACE14/929/1
Product code: 2532H

This certificate is not valid when presented without the
full attached schedule composed of 7 sections

www.veristar.com

TYPE APPROVAL CERTIFICATE

This certificate is issued to

CMP PRODUCTS LIMITED
NEWCASTLE UPON TYNE - UNITED KINGDOM

for the type of product

CABLE PENETRATIONS, ENTRIES, TRANSIT DEVICES

Hazardous Area Cable Glands, Adaptors/ Reducers and Stoppers.

Requirements:
BUREAU VERITAS Rules and Regulations for the Classification of Steel Ships, Naval vessels, Yachts and Offshore Units.

EC Code: 31S.

IEC 60079-0 (2011), IEC 60079-1 (2007), IEC 60079-7 (2006), IEC 60079-31 (2008), IEC 60079-15 (2010).

This certificate is issued to attest that BUREAU VERITAS did undertake the relevant approval procedures for the product identified above which
was found to comply with the relevant requirements mentioned above.

This certificate will expire on: 26 Jan 2021
For BUREAU VERITAS,

At BV LONDON, on 04 Mar 2016,
Spencer Yule

This certificate remains valid until the date stated above, unless cancelled or revoked, provided the conditions indicated in the subsequent page(s) are complied
with and the product remains satisfactory in service. This certificate will not be valid if the applicant makes any changes or modifications to the approved product,
which have not been notified to, and agreed in writing with BUREAU VERITAS. Should the specified regulations or standards be amended during the validity of
this certificate, the product(s) is/are to be re-approved prior to it/they being placed on board vessels to which the amended regulations or standards apply. This
certificate is issued within the scope of the General Conditions of BUREAU VERITAS Marine & Offshore Division available on the internet site www.veristar.com.
Any Person not a party to the contract pursuant to which this document is delivered may not assert a claim against BUREAU VERITAS for any liability arising out
of errors or omissions which may be contained in said document, or for errors of judgement, fault or negligence committed by personnel of the Society or of its
Agents in establishment or issuance of this document, and in connection with any activities for which it may provide.

The electronic version is available at: http://www.veristarpm.com/veristarnb/jsp/viewPublicPdfTypec.jsp?id=axmst3sx4e
BV Mod. Ad.E 530 October 2014 This certificate consists of 3 page(s)



Page 2/3
Certificate number: 43180/A1 BV

THE SCHEDULE OF APPROVAL

1. PRODUCT DESCRIPTION::

Hazardous Area Cable Glands, Adaptors/ Reducers and Stoppers for Marine applications.

1.1 - Approval range & Ex marking:
Type
737, 747, 757, 767, 787

A2E

A2F

A2FRC

C2K, C2KX

CWe, CXe
E1FU, E1IFW, E1FX, E2FU, E2FW, E2FX

PX2K, PX2KPB, PX2KPBREX, PX2KREX,
PX2KW, PX2KWREX, PX2K X, PX2KXREX,
PXSS2K, PXSS2KREX

SS2K, SS2KPB

T3CDS, T3CDSPB

TC
TE1FU

T™MC
TMCX
T™MC2

TMC2X

2. DOCUMENTSAND DRAWINGS:

Ex marking
I12GExdIICGb, ExellCGb, Il 1D ExtalllC Da
IM2Exd| Mb, Exel Mb
1 2G ExellCGb, Il 1D ExtalllC Da
1 3G ExnRIIC Gc

1 2G ExdIIC Gb, ExellC Gb, Il 1D Ex talllC Da
[13GEXNRIICGc | M2Exdl Mb, Exel Mb

I12G ExdIIC Gb, ExellC Gb, Il 1D Ex talllC Da
I13GEXnRIIC Ge
1 2G Ex ellC Gb,
I13GExXnRIIC Ge

11D Ex talllC Da

1 2G ExellCGb, Il 1D ExtalllC Da

I12G ExdIIC Gb, ExellIC Gb, Il 1D Ex talllC Da
[13GEXNRIICGc | M2ExdI Mb, Exel Mb

1 2G ExdIIC Gb, ExellC Gb, Il 1D Ex talllC Da
[13GEXNRIICGc | M2ExdI Mb, Exel Mb

1 2GExdIICGb, ExellCGb, Il 1D ExtalllC Da
I13GEXNRIICGc | M2Exdl Mb, Exel Mb

1 2GExdIICGb, ExellCGb, Il 1D Ex talllC Da
[13GEXNRIICGc | M2ExdI Mb, Exel Mb

1 2GD Exd 1IC Gb, Ex elIC Gb, 11 1D ExtalllC Da
1 2GExdIICGb, ExellCGb, Il 1D Ex talllC Da
[13GEXNRIICGc | M2ExdI Mb, Exel Mb

I1 2GD, Ex ell, Ex tD A21 P66

1 2GD Exd IIC, Ex ell, Ex tD A21 IP66
I1 2GD Ex elIC Gb, Ex talllC Da

1 2G ExdIIC Gb, ExelIC Gb, Il 1D Ex talllC Da

Binder of specifications provided by the manufacturer ref. BV_TA_CMP_01, dated 14.Jan.2016.

3. TEST REPORTS:
Sira Certification:
- Report ref. R23749A/00, dated Dec.2010.
- Report ref. R27765A/00, dated Apr.2013.
- Report ref. R30854A/00, dated Nov.2013.
- Report ref. R31308A/00, dated Mar.2014.
- Report ref. R51L17461A, dated Apr.20009.
- Report ref. R51L17461B, dated Sep.2009.
- Report ref. R59M 16726A, dated 05.Nov.2008.
- Report ref. R5OM17338A, dated Oct.2007.
- Report ref. R70004713A, dated Aug.2014.
- Report ref. R70004743A, dated Sep.2014.
- Report ref. R70006236A, dated Dec.2014.
- Report ref. R70009262A, dated Oct.2014.
- Report ref. R70016029A, dated Dec.2014.
MSTESTING:
- Test report No. TL15119, dated 11.Jan.2016.

- Test report No. TL15119-S Issue 2, dated 03.Feb.2016.

The electronic version is available at: http://www.veristarpm.com/veristarnb/jsp/viewPublicPdfTypec.jsp?id=axmst3sx4e

BV Mod. Ad.E 530 October 2014

This certificate consists of 3 page(s)
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Certificate number: 43180/A1 BV

4. APPLICATION/LIMITATION:

4.1 - BUREAU VERITAS Rules and Regulations for the Classification of Steel Ships, Naval Ships, Y achts and Offshore Units.
4.2 - BUREAU VERITAS Environmental Category, EC Code: 31S.

4.3 - Ex-certification is not covered by this certificate, Applicationsin hazardous areas are to be approved in each case
according to the Rules and Conditions for Safe Use specified in avalid Ex-Certificate issued by a Notified or Recognised
Certification Body.

5. PRODUCTION SURVEY REQUIREMENTS:

5.1 - The above products are to be supplied by CMP PRODUCTS LIMITED in compliance with the type described in this
certificate.

5.2 - Thistype of product is within the category HBV of Bureau Veritas Rule Note NR320.

5.3- CMP PRODUCTSLIMITED hasto make the necessary arrangements to have its works recognised by Bureau Veritasin
compliance with the requirements of NR320 for HBV products:

CMP PRODUCTSLIMITED
36 Nelson Way
Nelson Park East
CRAMLINGTON
UNITED KINGDOM
6. MARKING OF PRODUCT :
6.1 - Trade name.
6.2 - Date of manufacture and serial number.
6.3 - Equipment type or model identification under which it was type-tested
6.4 - Ex marking, as relevant.

7.OTHERS:

7.1 - This approval is given on the understanding that the Society reserves the right to require check tests to be carried out on the
units at any time and that CMP PRODUCTS LIMITED, will accept full responsibility for informing shipbuilders, shipowners
or their sub-contractors of the proper methods of use and general maintenance of the units and the conditions of this approval

7.2 - This certificate supersedes the Type Approval Certificate No. 43180/A0 BV issued on 26.Jan.2016. by the Society.

*»** END OF CERTIFICATE ***

The electronic version is available at: http://www.veristarpm.com/veristarnb/jsp/viewPublicPdfTypec.jsp?id=axmst3sx4e
BV Mod. Ad.E 530 October 2014 This certificate consists of 3 page(s)
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