
 

 
 

Certification 
 
 
Manufacturer:   Larson Electronics LLC 
Address:  9419 US-HWY 175 
   Kemp, Texas 75143 

Declare the following equipment conforms to the standard(s) as listed: 
Model:    MT-PML & MT-UPM Series 
Description:   Overhead & Pad Mounted Distribution Transformers 

 

The MT-PML & MT-UPM series complies with the below standards set forth by the listed 
Association’s requirements. Purchased and manufactured components are evaluated to Larson 
Electronics LLC Quality Control Management system per ISO 9001:2015. This certification 
applies to all specimens manufactured in accordance to the manufacture’s drawings and 
options configured per the specification data sheet.  

Evaluated Standards: 

• ASTM A240/A240M (2020a): Standard Specification for Chromium and Chromium-Nickel Stainless Steel 
Plate, Sheet, and Strip for Pressure Vessels and for General Applications 

• ASTM D117 (2018): Standard Guide for Sampling, Test Methods, and Specifications for Electrical Insulating 
Liquids 

• ASTM D1535 (2014; R2018): Standard Practice for Specifying Color by the Munsell System 
• ASTM D3487 (2016; E2017): Standard Specification for Mineral Insulating Oil Used in Electrical Apparatus  
• ASTM D6871 (2017): Standard Specification for Natural (Vegetable Oil) Ester Fluids Used in Electrical 

Apparatus  
• ASTM D877/D877M (2019): Standard Test Method for Dielectric Breakdown Voltage of Insulating Liquids 

Using Disk Electrodes 
• ASTM D92 (2012a): Standard Test Method for Flash and Fire Points by Cleveland Open Cup Tester 
• ASTM D97 (2017b): Standard Test Method for Pour Point of Petroleum Products 
• D4059-00 (2018): Standard Specifications for Analysis of Polychlorinated Biphenyls in Mineral Insulating 

Oils By Gas Chromatography. 
• EPA 712-C-98-075 (1998): Fate, Transport and Transformation Test Guidelines - OPPTS 835.3100- 

"Aerobic Aquatic Biodegradation" 
• EPA 821-R-02-012 (2002): Methods for Measuring the Acute Toxicity of Effluents and Receiving Waters to 

Freshwater and Marine Organisms 
  



 

 
 

 
• ANSI / IEEE C2: National Electric Safety Code 
• ANSI / IEEE C12.1 (2014; E2016): Electric Meters - Code for Electricity Metering 
• ANSI / IEEE C12.10 (2011): Physical Aspects of Watthour Meters - Safety Standards 
• ANSI / IEEE C12.7 (2014): Requirements for Watthour Meter Sockets 
• ANSI / IEEE C57.106-1991 (R1998): Guide for Acceptance and Maintenance of Insulating Oil in Equipment. 
• ANSI / IEEE C2 (2017; E2017; INT 2017): National Electrical Safety Code 

ANSI / IEEE C37.47 (2011): Standard for High Voltage Distribution Class Current-Limiting Type Fuses and 
Fuse Disconnecting Switches 

• ANSI / IEEE C57.12.00 (2015): General Requirements for Liquid-Immersed Distribution, Power, and 
Regulating Transformers 

• ANSI / IEEE C57.12.20 (2017): Overhead-Type Distribution Transformers 500 kVA and Smaller; High 
Voltage, 34 500 V and Below; Low Voltage, 7970/13 800Y V and Below 

• ANSI / IEEE C57.12.21 (2000): Pad-Mounted, Compartmental-Type, Self-Cooled, Single-Phase Distribution 
Transformers With High-Voltage Bushings: High Voltage (34 500 GrdY/19 920 V and Below) and Low 
Voltage (240/120 V, 167 kVA and Smaller) 

• ANSI / IEEE C57.12.25 (1990): Requirements for Pad-Mounted Compartmental-Type Single-Phase 
Distribution Transformers with Separable Insulated High-Voltage Connectors, High-Voltage, 34500 Grd. 
Y/19920 Volts and Below; Low Voltage, 240/120; 167 KVA and Smaller. 

• ANSI / IEEE C57.12.28 (2014): Standard for Pad-Mounted Equipment - Enclosure Integrity 
• ANSI / IEEE C57.12.29 (2014): Standard for Pad-Mounted Equipment - Enclosure Integrity for Coastal 

Environments 
• ANSI / IEEE C57.12.31 (2010): Standard for Pole-Mounted Equipment - Enclosure Integrity 
• ANSI / IEEE C57.12.34 (2015): Standard Requirements for Pad-Mounted, Compartmental-Type, Self-

Cooled, Three-Phase Distribution Transformers, 10 MVA and Smaller; High Voltage, 34.5 kV Nominal 
System Voltage and Below; Low Voltage, 15 kV Nominal System Voltage and Below 

• ANSI / IEEE C57.12.35 (2013): Standard Bar Coding for Distribution Transformers and Step-Voltage 
Regulators 

• ANSI / IEEE C57.12.38 (2014): Standard for Pad-Mounted-Type, Self-Cooled, Single-Phase Distribution 
Transformers; High Voltage, 34 500 GrdY/19 920 V and Below, Low Voltage, 240/120 V; 167 kVA and 
Smaller 

• ANSI / IEEE C57.12.70 (2020): Terminal Markings And Connections For Distribution And Power 
Transformers 

• ANSI / IEEE C57.12.80 (2010): Standard Terminology for Power and Distribution Transformers 
• ANSI / IEEE C57.12.90 (2015; C2017): Test Code for Liquid-Immersed Distribution, Power, and Regulating 

Transformers 
• ANSI / IEEE C57.12.110 (2018): Recommended Practice for Establishing Liquid Immersed and Dry-Type 

Power and Distribution Transformer Capability when Supplying Nonsinusoidal Load Currents 
• ANSI / IEEE C57.13 (2016): Requirements for Instrument Transformers 
• ANSI / IEEE C57.91 (2011): Guide for Loading Mineral-Oil-Immersed Transformers 
• ANSI / IEEE C57.98 (2011): Guide for Transformer Impulse Tests 
• ANSI / IEEE C57.106 (2015): Guide for Acceptance and Maintenance of Insulating Oil in Equipment 
• ANSI / IEEE C57.109 (2018): Guide for Liquid-Immersed Transformer Through-Fault-Current Duration 
• ANSI / IEEE C57.147 (2018): Guide for Acceptance and Maintenance of Natural Ester Fluids in 

Transformers 
• ANSI / IEEE C57.154 (2012): Standard for the Design, Testing, and Application of Liquid-Immersed 

Distribution, Power, and Regulating Transformers Using High-Temperature Insulation Systems and 
Operating at Elevated Temperatures 

• ANSI / IEEE C62.11 (2020): Standard for Metal-Oxide Surge Arresters for Alternating Current Power 
Circuits (>1kV) 

  



 

 
 

 
• ANSI / IEEE C62.22 (2009): Guide For The Application Of Metal-Oxide Surge Arresters For Alternating-

Current Systems 
• ANSI / IEEE 386 (2016): Separable Insulated Connector Systems for Power Distribution Systems Rated 2.5 

kV through 35 kV 
• CSA C2.1:06 (R2022): Standard for Single-phase and three-phase liquid-filled distribution transformers 
• CAN / CSA C50-14 (R2018): Mineral insulating oil, electrical, for transformers and switches 
• CSA C88:1 (R2018): Power Transformer And Reactor Bushings 
• CSA C88:16 (R2021): Power transformers and reactors 
• CSA C227.1: Single Phase Pad Mounted Distribution Transformers  
• CAN / CSA C227.2: Three-Phase, Live-Front, Pad-Mounted Distribution Transformers 
• CSA C227.3:06 (R2022): Low-profile, single-phase, pad-mounted distribution transformers with separable 

insulated high-voltage connectors 
• CSA C227.4 (R2021): Three-phase, pad-mounted distribution transformers with separable insulated high-

voltage connectors 
• CSA C227.5-08 (R2018): Three-Phase Live-Front Pad-Mounted Distribution Transformers 
• CSA C301.2:06 (R2022): Standard for Three-phase submersible distribution transformers 
• CAN / CSA C802.1-13 (R2018): Minimum efficiency values for liquid-filled distribution transformers 
• CSA C802.3-15 (R2020): Minimum efficiency values for power transformers 
• NARA 10 CFR Part 431: Energy Efficiency Program for Certain Commercial and Industrial Equipment 
• NEMA 260-1996 (R2019): Safety Labels For Pad-Mounted Switchgear And Transformers Sited In Public 

Areas 
• NEMA C12.10 (2011): Physical Aspects of Watthour Meters - Safety Standards 
• ANSI / NEMA Z535 (2011): Safety color chart 
• ANSI / NEMA Z535.1 (2022): Safety colors 
• ANSI / NEMA Z535.2 (2011): Environmental and facility safety signs 
• ANSI / NEMA Z535.3 (2022): Criteria for safety symbols 
• ANSI / NEMA Z535.4 (2011, R2017): Product safety signs and labels 
• ANSI / NEMA Z535.5 (2022): Safety tags and barricade tapes (for temporary hazards) 
• ANSI / NEMA Z535.6 (2011, R2017): Product safety information in product manuals, instructions, and other 

collateral materials 
• NETA ATS (2021): Standard for Acceptance Testing Specifications for Electrical Power Equipment and 

Systems 
• TR-1 (2013): Transformers, Regulators and Reactors 

 
Signed for and on behalf of: Larson Electronics, LLC 
Place of issue: Kemp, TX 
 
 
Signature: 
 
 
Name: James Thomas 
Position: Operations Manager 


