sira

CERTIFICATION

1 CERTIFICATE OF CONFORMITY - Component
2 Certificate Number: Sira 10Y9147U Issue: O
3 This Certificate is issued for the electrical component:

Industrial cable gland types:

A2, A2RC, C2K-GP, CXT, CW, CW CIEL, CX, EIW, E1IW CIEL, E1X, E1U, E2W, E2W CIEL, E2X, E2U,
SS2KGP, SS2KGP-PB, BW, BWL & BWL CIEL.

Insulated gland types:

B324, B348, B367, B368, B327, B350, B323 and B347, A324, A348, A367, A368, A327, A350, A323 and
A347.

4 Manufactured by:

CMP Products
36 Nelson Way
Nelson Park East
Cramlington
NE23 1WH

5 This electrical component and any acceptable variation thereto is specified in the schedule to this
Certificate and the documents therein referred to.

6 Sira Certification Service being an Approved Certification Body in accordance with Article 14 of
Directive 76/117/EEC of the Council of the European Communities of 18 December 1975 certifies
that the component has been found to comply with the following European Standards:

BS 6121:1989

The assessment and test results are recorded in Sira Test Reports listed in the Certificate Schedule.
7 The component marking shall include the code:

BS 6121
Type designation
Entry threadform and size

8 The manufacturer of the electrical component referred to in this Certificate has the responsibility to
ensure that the component conforms to the specification laid down in the Schedule to this Certificate
and has satisfied the routine verifications and tests referred to therein.

The use of this component will normally be the subject of National Legislation and/or Installation Codes.
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sira

SCHEDULE

CERTIFICATION
PRODUCT CONFORMITY CERTIFICATE Sira 10Y9147U Issue 0
COMPONENT

Each gland type comprises a metallic threaded component for fitting to appropriate electrical enclosures.
Entry threads are available in various thread forms and sizes as detailed in the manufacturer’s published
data. Glands are appropriate to specific cable applications as below:

Single wire armour

Steel tape armour

Strip armour

Pliable wire armour

OmMmo|O|mw|>

Lead sheath

DESCRIPTIVE DOCUMENTS

See Certificate Annexe
ASSOCIATED SIRA REPORTS AND CERTIFICATE HISTORY

Gland type Seals Cable types
A2 Outer A&B
A2RC Outer A (conduit connection)
BW None C
BWL & BWL CIEL None C
C2K-GP Outer B,C,D,E&F
CXT Outer B
CW & CW CIEL Outer C
CX Outer D,E&F
E1W & E1IW CIEL Inner & outer C
E1X Inner & outer B,D,E&F
E1U Inner & outer C,D,E&F
E2W & E2W CIEL Inner & outer C&G
E2X Inner & outer B,D,E,F&G
E2U Inner & outer B,C,D,E,F&G
SS2KGP Inner & outer A
SS2KGP-PB Dual seal with lead clamp A&G
B324, B348, A324, A348 Outer C
B367, B368, A367, A368 Outer B,D,E
B327, B350, A327, A350 Outer C
B323, B347, A323, A347 Outer C
Designation Cable type

Non-armoured

Braided

Issue

Date

Report no.

Comment

0

11 May 2010

R21992A/00

The release of the prime certificate.
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SCHEDULE

sira

CERTIFICATION

PRODUCT CONFORMITY CERTIFICATE Sira 10Y9147U Issue 0

CONDITIONS OF MANUFACTURE

1

The use of the Sira Certification Service Mark is subject to the Regulations applicable to the holders
of SCS certificates.

This certificate relates only to the component specified herein as executed in the samples supplied
for evaluation.

In affixing the Sira certificate number to the component the manufacturer attests on its own
responsibility that the component conforms to the documents listed herein.

If the marked component is found not to comply Sira Certification Service should be notified
immediately at its office at South Hill, Chislehurst, Kent BR7 5EH, England.

The component and that part of the manufacturer's quality management system controlling the
production of the component covered by this certificate shall be subject to periodic surveillance by
Sira in accordance with the Regulations applicable to the holders of SCS certificates.

Component shall be marked with the following text:

BS 6121
Type designation
Entry threadform and size.

SPECIAL CONDITIONS FOR SAFE USE (denoted by 'X' after certificate No.)

None

This certificate and its schedules may only be
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Certificate Annexe

Certificate Number: Sira 10Y9147U

Component: Industrial cable glands and
Insulated glands
Applicant: CMP Products

sira

CERTIFICATION

Issue O There are no drawings associated with this certificate.

This certificate and its schedules may only be
reproduced in its entirety and without change.
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sira

CERTIFICATION

1 CERTIFICATE OF CONFORMITY - Component
2 Certificate Number: Sira 10Y9148U Issue: 3
3 This Certificate is issued for the electrical component:

Industrial cable gland types:

A2, A2RC, C2K-GP, CXT, CW, CW CIEL, CX, E1IW, E1IW CIEL, E1X, E1U, E2W, E2W CIEL, E2X, E2U,
SS2KGP, SS2KGP-PB, A324, A348, A367, A368, A327, A350, A323, A347, B324, B348, B367, B368, B327,
B350, B323 and B347

4 Manufactured by:

CMP Products

36 Nelson Way

Nelson Park East
Cramlington NE23 1WH
UK

5 This electrical component and any acceptable variation thereto is specified in the schedule to this
Certificate and the documents therein referred to.

6 Sira Certification Service being an Approved Certification Body in accordance with Article 14 of
Directive 76/117/EEC of the Council of the European Communities of 18 December 1975 certifies
that the component has been found to comply with the following European Standards:

EN 62444:2013 IEC 62444:2010 Ed 1

The above list of documents may detail standards that do not appear on the UKAS Scope of Accreditation, but have been
added through Sira’s flexible scope of accreditation, which is available on request.

The assessment and test results are recorded in Sira Test Reports listed in the Certificate Schedule.
7 The component marking shall include the code:

EN 62444:2013 and/or IEC 62444
Type designation
Entry threadform and size

8 The manufacturer of the electrical component referred to in this Certificate has the responsibility to
ensure that the component conforms to the specification laid down in the Schedule to this Certificate
and has satisfied the routine verifications and tests referred to therein.

The use of this component will normally be the subject of National Legislation and/or Installation Codes.

Q.

File No. 70006933 C Ellaby
Deputy Certification Manager
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SCHEDULE

CERTIFICATE OF CONFORMITY

sira

CERTIFICATION

Sira 10Y9148U

COMPONENT

Issue 3

Each gland type comprises a metallic threaded component for fitting to appropriate electrical enclosures.
Entry threads are available in various thread forms and sizes as detailed in the manufacturer’'s published
data. Glands are appropriate to specific cable applications as below:

Gland type Seals Designation of cable type Cable retention Class
(see below) (EN/IEC 62444)
Unarmoured | Armoured
cable cable
A2 Outer A&B B
A2RC Outer A (conduit connection) B
C2K-GP Outer B,C,D,E&F D
CXT Outer B B
CW & CW CIEL Quter C D
CX Outer D,E&F D
E1W & E1IW CIEL Inner & outer C D
E1X Inner & outer B,D,E&F D
E1U Inner & outer C,D,E&F D
E2W & E2W CIEL Inner & outer C&G D
E2X Inner & outer B,D,E,F&G D
E2U Inner & outer B,C,D,E,F&G D
SS2KGP Inner & outer A B
SS2KGP-PB Dual seal with lead clamp |A& G B
B324, B348, A324, A348 | Outer C D
B367, B368, A367, A368 | Outer B,D,E D
B327, B350, A327, A350 | Outer C D
B323, B347, A323, A347 | Outer C D
Designation | Cable type
A Non-armoured
B Braided
C Single wire armour
D Steel tape armour
E Strip armour
F Pliable wire armour
G Lead sheath
This certificate and its schedules may only be
reproduced in its entirety and without change. Sira Certification Service
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SCHEDULE

CERTIFICATE OF CONFORMITY

sira

CERTIFICATION

Sira 10Y9148U
Issue 3

Variation 1 - This variation introduced the following change:

i.  The Cable Gland Designs were assessed against IEC 62444:2010 Ed 1, thereby permitting the inclusion
of the insulated glands into the table above.

Variation 2 - This variation introduced the following change:

i. The Cable Gland Desighs C2K-GP, CW, CW CIEL, CX, E1IW, E1IW CIEL, E1X, E1U, E2W, E2W CIEL, E2X, and
E2U utilising cable anchoring of armoured cables were tested against IEC 62444:2010 Ed 1 Type D, thereby
permitting the armour clamping glands to be referenced as Type D in the table in the product description.

ii. The Cable Gland Designs A2, A2RC, CXT, SS2KGP and SS2KGP-PB utilising cable anchoring of unarmoured
cables were tested against IEC 62444:2010 Ed 1 Type B, thereby permitting the unarmoured clamping glands
to be referenced as Type B in the table in the product description.

Variation 3 - This variation introduced the following changes:

i. Following appropriate assessment to demonstrate compliance with the latest technical knowledge, the
document previously listed in section 6, EN 50262: 1998 + Amendment 2001, was replaced by EN 62444:2013
Ed 1, the markings in section 7 were updated accordingly and the conditions of manufacture were amended to

recognise the new standard.
DESCRIPTIVE DOCUMENTS
There are no drawings associated with this Certificate.

ASSOCIATED SIRA REPORTS AND CERTIFICATE HISTORY

Issue Date Report no. Comment

0 11 May 2010 R21992A/00 The release of the prime certificate.

1 17 August 2011 R25736A/00 The introduction of Variation 1.

2 31 July 2013 R28132A/00 The introduction of Variation 2.

3 28 July 2014 R70006933A The introduction of Variation 3.

CONDITIONS OF MANUFACTURE

1 The use of the Sira Certification Service Mark is subject to the Regulations applicable to the holders
of SCS certificates.

2 This certificate relates only to the component specified herein as executed in the samples supplied
for evaluation.

3 In affixing the Sira certificate number to the component the manufacturer attests on its own
responsibility that the component conforms to the documents listed herein.
If the marked component is found not to comply Sira Certification Service should be notified
immediately at its office at Rake Lane, Eccleston, Chester CH4 9JN, England.

4 The component and that part of the manufacturer’s quality management system controlling the
production of the component covered by this certificate shall be subject to periodic surveillance by
Sira in accordance with the Regulations applicable to the holders of SCS certificates.

5 Component shall be marked with the following text:

EN 62444 and/or IEC 62444

Type designation

Entry threadform and size.

SPECIAL CONDITIONS FOR SAFE USE (denoted by 'X' after certificate No.)

This certificate and its schedules may only be

None

reproduced in its entirety and without change.
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Type Approval Certificate Extension

This is to certify that Certificate No. 01/00173(E1) for the undernoted products is extended and
renumbered as shown.

This certificate is issued to:
PRODUCER CMP PRODUCTS
Glasshouse Street
St. Peters
Newcastle-Upon-Tyne, NE6 1BE
United Kingdom (UK)
PLACE OF 36, Nelson Road
PRODUCTION Nelson Park East
Cramlington
Northumberland
NE23 1WH
United Kingdom (UK)
DESCRIPTION Adapters and reducers for cable glands for hazardous areas in Marine,
offshore and Industrial use
[ TYPE [ PRODUCT | STANDARD |
797 Adaptor IEC 60079-0:2004, TEC 60079-1:2003, 1h<- LS
61241-0:2004, IEC 61241-1:2004
737 Adaptor / Reducer | IEC 60079-0:2004, IEC 60079-1:2003, IEC 60079-7:2006, IEC
61241-(:2004, IEC 61241-1:2004
747 Stopper plug IEC 60079-0:2004, IEC 60079-1:2003, IEC 60079-7:2006, IEC
61241-0:2004, IEC 61241-1:2004
757 Stopper plug IEC 60079-0:2004, IEC 60079-1:2003, IEC 60079-7:2006, IEC
61241-0:2004, TEC 61241-1:2004
767 Stopper plug IEC 60079-0:2004, IEC 60079-1:2003, IEC 60079-7:2006, IEC
61241-0:2004, IEC 61241-1:2004
777 Insulated adapior IEC 60079-0:2007, IEC 60079-1:2007, IEC 60079-31:2008, IEC
60079-7:2006
Certificate No. 01/00173(E2)
Issue Date 23 March 2012
Expiry Date 8 December 2016 @W
Sheet lof2 R.M. Kelkar
London Design Support Office
Lloyd’s Register EMEA
Lloyd’s Register EMEA

71 Fenchurch Street, London EC3M 4BS

Lioyd's Aegister, its affiliates and subsidiaries and their respective officers, employees or agents are, individually and collectively, reterred 1o in this clause a5
the ‘Lioyd's Register Group', The Lloyd's Register Group assumes no respansibility and shall not be liabie to any person for amw toss. damage of exners:
caused by reliance on the information or advice in this document or howsoever provided, unless that person has sngr“ - .
Register Group entity for the provision of this information or advice and in that case any r..,. I

set out in that rontract,



780 Union [EC 60079-0:2007, TEC 60079-1:2007, IEC 60079-31:2008, IEC
60079-7:2006

781 Breather drain plug | IEC 60079-0:2004, IEC 60079-7:2006, IEC 61241-0:2004, IEC
61241-1:2004

787 90" Adaptor IEC 60079-0:2004, IEC 60079-1:2003, IEC 60079-7:2006, IEC
61241-0:2004, IEC 61241-1:2004

“This Certificate is not valid for equipment, the design, ratings or operating parameters of which have been varied
from the specimen tested. The manufacturer should notify Lloyd’s Register EMEA of any modification or changes
to the equipment in order to obtain a valid certificate.”

The attached Design Appraisal Document No. 01/00173(E2) and its supplementary Type Approval Terms and
Conditions form part of this Certificate.

All other details remain as the previous Certificate No. 01/ 00173(E1) to which this extension should be
attached.

Certificate No. 01/00173(E2)
Issue Date 23 March 2012
Expiry Date 8 December 2016 @ \GUIER&A
Sheet 20f2 R.M. Kelkar
London Design Support Office
Lioyd’s Register EMEA
Lloyd’s Register EMEA

7T Fenchurch Street, London EC3M 4BS

Loyd's Register, its affiliates and subsidiaries and their respective officers, employees or agents are, individually and collectively, referved 1 in this clause a5
the ‘Lioyd's Register Group’. The Lloyd's Register Group assumes no responsibility and shall not be liable to any person for any loss, damage or exnense
caused by reliance on the information or advice in this document or howsoever provided, uni  ~* °© _ has signed a cor o T e
Register Group entity for the provision of this information or advice and in that case any respe.- o e

set out in that contract.



I I, Lloyd’s Register EMEA (London Office) |11
I 7 LONDON DESIGN SUPPORT OFFICE Document nmbor
T T """ 71Fenchurch Street, London, EC3M 4BS 01/00173(E2)
Telephone 020 7709 9166 Fax 020 7488 4796 e mumber
Email tad@®lr.org

DESIGN APPRAISAL DOCUMENT

Date ) Quote this reference on all future communications
23 March 2012 LDSO/ETS/RMK /WP6533748 /W02737678

LLOYD'S REGISTER TYPE APPROVAL SYSTEM, 2002.
Issued to: CMP PRODUCTS
for: ADAPTORS AND REDUCERS FOR CABLE GLANDS
TYPE APPROVAL CERTIFICATE No. 01/00173(E2)

The undernoted documents have been reviewed for compliance with the requirements of the Lloyd’s Register
Type Approval System, 2002 and this Design Appraisal Document forms part of the Certificate.

ADDITIONAL APPROVAL DOCUMENTATION

Request form 23.06.2011
CMP catalogue (787 Series 90° Adaptors) -
LR Production Facility Inspection Report 13.02.2012
TEST REPORTS

Certificate No. IECEx SIR (7.0052X 18.04.2011
Certificate No. IECEx SIR 07.0056X 31.08.2007
Certificate No. IECEx SIR 07.0054U 31.08.2007
Certificate No. IECEx SIR 07.0055U 31.08.2007
Certificate No. IECEx SIR 10.0027U 10.05.2010
Certificate No. IECEx SIR 10.0148U 18.04.2011

Also all the documentation listed on Design Appraisal Document associated with Type Approval Certificate
No. 01/00173(E1)

Supplementary Type Approval Terms and Conditions

Type Approval certifies that a representative sample of the product(s) referred to herein has/have been found to meet the
applicable design criteria for the use specified herein. It does not mean or imply approval for any other use, nor approval of
any product(s) designed or manufactured otherwise than in strict conformity with the said representative sample.

Type Approval is based on the understanding that the manufacturer’s recommendations and instructions and any relevant
requirements of the Rules and Regulations are complied with.

Type Approval does not eliminate the need for normal inspection and survey procedures required by the Rules and
Regulations.

Lioyd’s Register EMEA reserves the right to cancel or withdraw this Type Approval Certificate in accordance with the
Lioyd’s Register Type Approval System Procedure.

g \udean

R. M. Kelkar
Senior Surveyor
London Design Support Office

Uoyd's Register, its affiliates and subsidiaries and their respective officers, employees or agents are, individually and coliectively, refeired o in this ciause a5 the
"Lloyd's Register Group'. The Lloyd's Register Group assumes no responsibility and shall not be liable to any person for any loss, damage or expense caused by
reliance on ine information or advice in this document ar howsoever provided, wuniess that person has signed a contract with the reievant Lleyd's Register Group
entity for the provision of this information or advice and in that case any responsibility or liability is exclusively on the terms and conditions set aut in that contract.
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