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JEREMY BLANKENSHIPMATERIAL

GAU-GI / GAU-NI  Series
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Note: Four (4) mounting holes .375" (9.5mm) diameter for balanced suspension 

are located by dimensions B x 13.000" (330mm).

MODEL A B

GAU-N Heaters inches (mm) inches (mm) inches (mm) inches (mm) inches (mm)

GAU-NIL-35K-115V 15.312 (389) 14.625 (372) 23.5 (597) 29 (737) 29 (737)

GAU-NIC-35K-115V 15.312 (389) 14.625 (372) 15.5 (394) 19 (483) 17 (432)

GAU-NIC-70K-115V 23.938 (608) 23.250 (591) 17.5 (445) 36 (914) 36 (914)

GAU-NIL-70K-115V 23.938 (608) 23.250 (591) 23.5 (597) 32 (813) 20 (508)

GAU-NIL-160K-115V 41.188 (1046) 40.500 (1029)

GAU-NIL-175K-115V 41.188 (1046) 40.500 (1029)

GAU-GIC-70K-115V 23.938 (608) 23.250 (591) 17.5 (445) 36 (914) 36 (914)

GAU-GIL-70K-115V 23.938 (608) 23.250 (591) 23.5 (597) 32 (813) 20 (508)
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