PORTABLE ELECTRIC HAND LAMP FOR
HAZARDOUS (CLASSIFIED) LOCATIONS E LARSON

ELECTRONICS®
CLASS 1 GROUP C & D, CLASS Il GROUP F & G
DISCONNECT FROM POWER SOURCE BEFORE SERVICING
WIRING INSTRUCTIONS:
1. UNSCREW HANDLE (1), AND LOOSEN CORD CLAMP (2). q\ — EPL420.DW-101
2. PASS #14 OR #16 AWG 3 CONDUCTOR S, SO, OR ST CORD THROUGH ———
HANDLE, AND TAIL GROMMET @ RESPECTIVELY. (USE 14/3 COND. WITH HOOK HOLDER AND SCREWS ~— =~
LARGE DIA. HOLE GROMMET. USE 16/3 COND. WITH SMALL DIA HOLE R
GROMMET.) i/j! | EPL-120-DW-103 5
3. STRIP OUTER JACKET 2" AND EACH CONDUCTOR 1/4". = ALUMINUM GUARD
4. PASS CORD THROUGH CLAMP HOUSING (3, RUNNING EACH - EPL120DWA0E)
CONDUCTOR INTO ITS APPROPRIATE TERMINAL CLAMP. (5) | PR GLORE
| EPL-120-DW-105
BLACK—HOT GLASS GLOBE
WHITE—NEUTRAL
GREEN—GROUND EPL-120-DW-106 % T EPL-120-DW-104(12
MACHINED ALUMINUMRING | | / O-RING SEAL

5. TIGHTEN EACH TERMINAL CLAMP.

SET SCREW (BEHIND)(®)”

6. SNAP CLAMP HOUSING TO LAMP BASE @ AND TIGHTEN CORD CLAMP

SECURELY ON OUTER JACKET OF CORD. =
(®EPL-120-DW-108 ___—

NOTE: WHEN USING 16/3 CORD, CLAMP SHOULD BOTTOM OUT AGAINST ELECTRICAL CONNECTION BASE

O ___EPL-120-DW-104
O-RING SEALG3)

CLAMP HOUSING. HOWEVER, WHEN USING 14/3 CORD, LEAVE A 1/16” SPACE TERMINAL CLAMP (®)CLAMP HOUSING
BETWEEN CLAMP AND CLAMP HOUSING. .. o manin®
7. PUSH TAIL GROMMET TO CLAMP HOUSING. n FLASTIC CORD.GRIF
8. PUSH HANDLE TO LAMP BASE, AND SCREW TOGETHER COMPLETELY. (®EPL-120-DW-110 |
RUBBER CORD GRIP
O-RING WILL SEAT WITH HANDLE TO FORM WATERTIGHT SEAL. -+
9. TIGHTEN SET SCREW (7) SECURELY (USE ALLEN HEX KEY PROVIDED.) SETSCREW®’ EPLAZ0DW-A11

PLASTIC HANDLE (1)

LAMP REPLACEMENT INSTRUCTIONS:

1. LOOSEN SET SCREW.
2. UNSCREW GUARD/GLOBE ASSEMBLY (9) FROM HANDLE ASSEMBLY.

3. REPLACE LAMP WITH 75 WATT(MAX) BULB FOR GROUP F & G LOCATIONS OR 100
WATT(MAX) BULB FOR GROUP C AND D LOCATIONS.

4. INSPECT O-RING SEAL (). IF WORN OR DAMAGED, IT MUST BE REPLACED TO
INSURE WATERTIGHT SEAL.

5. SCREW GLOBE ASSEMBLY COMPLETELY ONTO LAMP BASE.
6. TIGHTEN SET SCREW SECURELY TO 6 in-lbs.
NOTE: OVERTIGHTENING CAN DEFORM THREADS.

WARNING:

USER SHOULD BE TRAINED IN THE PROPER USE AND MAINTENANCE OF THIS DEVICE. IF WIRING OR
LAMP REPLACEMENT INSTRUCTIONS ARE NOT FOLLOWED EXACTLY, THE HANDLAMP MAY NOT BE
SUITABLE FOR THE HAZARDOUS LOCATION INVOLVED. WHEN HANDLAMP IS CONNECTED TO A
POWER SOURCE IN HAZARDOUS AREA, PLUG AND MATCHING RECEPTACLE MUST BE SUITABLE
FOR HAZARDOUS LOCATION INVOLVED. WHEN HANDLAMP IS CONNECTED TO POWER SOURCES
OUTSIDE OF HAZARDOUS AREA, STANDARD DUTY PLUGS AND RECEPTACLES MAY BE USED.

AS A REMINDER, DO NOT WIRE STANDARD RECEPTACLES IN HAZARDOUS LOCATIONS. A
HANDLAMP PREVIOUSLY WIRED WITH A STANDARD PLUG CAN ONLY BE CONNECTED TO A
RECEPTACLE LOCATED OUTSIDE THE HAZARDOUS AREA UNLESS THE STANDARD PLUG HAS BEEN
REPLACED WITH A HAZARDOUS DUTY PLUG APPROPERIATE FOR THE HAZARDOUS AREA. THE
IMPROPER USE OF THIS HANDLAMP, ASSOCIATED PLUG, RECEPTACLE, AND CORD CAN LEAD TO
SERIOUS INJURIES OR DEATH TO PERSONNEL.

PERIODIC INSPECTION OF THE HANDLAMP AND CORD IS NECESSARY.

THE CORD MUST BE ROUTINELY CHECKED FOR CUTS, BREAKS, OR ANY SEVERE ABRASIONS, AND
IF ANY ARE FOUND, THE CORD MUST BE REPLACED BEFORE RESUMING USE OF THE HANDLAMP.

THE GLOBE IS MADE OF TEMPERED GLASS. IF THIS GLASS BECOMES SCRATCHED OR CHIPPED IT
SHOULD BE REPLACED IMMEDIATELY.

SAVE THIS INSTRUCTION SHEET FOR FUTURE REFERENCE.
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