E LARSON

ELECTRONICS® MT-CTX-380V-250VA-220V-50HZ

0.25 kVA (250 VA) Control Transformer
380V Primary - 230 V Secondary - 50 Hz
Instruction Manual

Thank you for your purchase of the Larson Electronics MT-CTX-380V-250VA-220V-50HZ Control Transformer.

WARNING:

READ CAREFULLY BEFORE INSTALLING FIXTURE. RETAIN THESE INSTRUCTIONS FOR FUTURE REFERENCE.

CRITICAL SAFETY INSTRUCTIONS:

e INSTALLATION SHOULD ONLY BE CONDUCTED BY A QUALIFIED ELECTRICIAN IN ACCORDANCE WITH NEC AND ANY
RELEVANT LOCAL BUILDING CODES.

e RISK OF FIRE OR ELECTRIC SHOCK. FIXTURE INSTALLATION REQUIRES KNOWLEDGE OF FIXTURE'S ELECTRICAL
SYSTEMS. IF NOT QUALIFIED, CONTACT A QUALIFIED ELECTRICIAN.

e BE CERTAIN ELECTRICAL POWER IS OFF BEFORE AND DURING INSTALLATION AND MAINTENANCE.

¢ MAKE SURE THE SUPPLY VOLTAGE IS THE SAME AS THE FIXTURE'S RATED VOLTAGE.

e TO PREVENT WIRING DAMAGE OR ABRASION, DO NOT EXPOSE WIRING TO EDGES OF SHEET METAL OR SHARP
OBJECTS.

The MT-CTX-380V-250VA-220V-50HZ from Larson Electronics is a 380 V Single Phase 50 Hz Control Transformer that is

powerful, reliable and innovatively designed. With high-quality silicon steel laminations providing optimal performance, the

MT-CTX-380V-250VA-220V-50HZ provides increased reliablity and protection against critical equipment failures. This

control transformer features an innovative design with a unique terminal block design that allows for a quick and easy

hook up along with the ability to easily install fuse clips to the unit. The uniquely designed molded coil covers give this

control transformer superior cooling abilities and a sleek appearance.
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INPUT VOLTAGE

380V CONNECT: H1-H3

OUTPUT VOLTAGE
290V CONNECT: X1-X4 WARNING: Check product label for correct voltage

ratings!!

USE AND CARE

Unauthorized modification may impair the function and/or safety of this device and could affect the life of the equipment.
Always check for damaged or worn out parts before using the device. Store it in a secure place out of the reach of children
when not in use. Inspect for good working condition prior to storage and before re-use.

THESE INSTRUCTIONS MAY NOT COVER ALL DETAILS OR VARIATIONS OF THIS PRODUCT FOR YOUR EQUIPMENT OR INSTALLATION REQUIREMENTS.
SHOULD FURTHER INFORMATION NOT COVERED BY THESE INSTRUCTIONS BE REQUIRED, PLEASE CONTACT LARSON ELECTRONICS BY EMAIL AT
SALES@LARSONELECTRONICS.COM OR BY PHONE AT 1-877-348-9680 FOR FURTHER ASSISTANCE.

PLEASE VISIT LARSONELECTRONICS.COM FOR WARRANTY AND RETURN INFORMATION.
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