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THREE PHASE GROUNDING PAD MOUNTED DISTRIBUTION TRANSFORMER
INSTRUCTION MANUAL

Introduction

This instruction manual provides general information for the installation, operation, and maintenance of Larson Magnetics
three phase, grounding pad mounted transformers. These units are designed for outdoor installation on flat, level pads or
foundations. All high voltage cables are in stalled through an opening in the pad beneath the cable termination
compartment. The compartment is designed for padlocking and has barriers to resist tampering and vandalism.

These transformers are to be applied and used per the “usual service conditions" described in ANSI C57.12.00 (General
Requirements for Liquid-Immersed Distribution, Power and Regulation Transformers).

Receiving and Inspection

Larson Magnetics grounding pad mounted transformers are shipped filled with insulating transformer oil. Immediately
upon receipt, and before being put into service, transformers should be carefully inspected for any external damage or
loose parts caused by shipping and handling.Damage presumed to have occurred during shipment should benoted, and
your Larson Magnetics sales representative contacted.

Each unit has been carefully assembled and inspected at the factory. Extreme care has been taken in the processing and
sealing of the transformer to insure that it is clean and dry, and of adequate dielectric strength. Therefore, it is not
recommended that the transformer seal be broken. If it is decided, however, that the transformer be opened, adequate
precautions should be taken as outlined in the next section of the instructions.

Handling and Installation

Transformers should only be lifted using all four lifting provisions installed on the transformer. The transformer must never
be moved or lifted by any means other than the lifting provisions provided for that purpose. Do not use the holes in the
four lifting hooks as they are only used for tie down purposes and are not suitable for lifting. Care must be taken to avoid
excessive horizontal force during lifting. Use a separate sling attached to each of the four lifting provisions of sufficient
length to satisfy the cable pull angle and of sufficient strength to safely handle the weight. Cable pull angles should not
exceed 30° from vertical or a spreader bar should be used to hold the lifting cables in a vertical position. It is not
recommended to lift the transformer with a forklift truck since weight and balance can be problematic and damage could
be easily inflicted to radiator panels and cooling fins. Do not use jacks or tackles under cooling panels, if supplied. Jacks
should only be placed under the jack pads provided on the tank. The unit may be skidded in both directions. With the sill
and doors in place, the unit may be rolled in both directions using rolling bars. The cable compartment sill may be
unbolted and removed. The cable compartment may be removed by lifting the side door out of the hinges where it is
attached to the tank front plate. The cable compartment hood can be tilted back for improved access to the tank front
plate. For best results and assurance of proper electrical insulation to ground, the transformer should always be installed
and maintained on a flat, level surface while energized. The transformer to pad interface should not have gaps, which
could defeat the tamper-resistance of the transformer.

Ensure that all hardware removed during installation is securely replaced in order to eliminate any openings into the
cabinet or any other potentially energized area of the transformer. Check to make sure that any protective barriers are
securely in place, the cabinet is completely closed and locking provisions are installed before leaving the transformer site
unattended. Larson Magnetics takes no responsibility for damages due to improper installation. The customer is solely
responsible for completing all installation.

Tank Cover Removal

Do not open the transformer tank unless absolutely necessary. Clean the area around the entrance cover before opening
the transformer and exposing the internal materials to the atmosphere. Keep moisture and foreign debris out of the tank.
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The transformer must be de-energized, grounded, and disconnected before opening. The transformer will have a bolted on
tank cover which must be removed to gain access to the internals. To remove the tank cover, begin by opening the terminal
compartment to expose the front cover nuts. Remove these nuts to allow removal of the cover tamper guard. Finally,
remove the nuts holding the tank cover in place, remove the cabinet flip-top, and lift the tank cover vertically to prevent
damage to the cover, gasket or fasteners.

In the event the hand hole or transformer cover is removed, care should be taken to re-seal the transformer so that
moisture is permanently excluded from the interior. To verify the transformer is properly sealed, conduct a pressure test
using dry air or nitrogen. The pressure test can be made by removing the pressure relief valve and applying pressure
through the threaded fitting. Pressurize the transformer for 5 psig and hold for 30 minutes. A drop in pressure during this
time would indicate the transformer is not properly sealed and the tank and fittings should be checked and the leak
repaired. Finally, the pressure relief valve should be installed using Teflon tape or paste on the threads and carefully
tightened.

Oil

Transformers are thoroughly dried at the factory and filled with Larson Magnetics inhibited mineral oil having a minimum
dielectric strength of 30 kV at 60Hz when tested per ASTM D-877. Larson Magnetics inhibited mineral oil contains no
PCB's at time of manufacture. The transformer should never be energized unless it is filled with oil. If it should be found
necessary to add to or replace the oil in the transformer, use clean, dry oil only, having a minimum dielectric strength of 30
kV without PCB's. Before opening the transformer, sufficient time should be allowed for the transformer to come to
temperature equilibrium with the air in the room to eliminate the possibility of moisture condensation from the air.

To check oil level or to add oil, first bring the interior of the transformer to atmospheric pressure by venting the automatic
pressure relief valve furnished on all Larson Magnetics transformers. Then, remove the oil level plug located on the tank at
the 25°C oil level. If it is necessary to add oil, it may be added through the oil level plug.

A natural rubber hose should not be used in the transfer of oil.
To lower the insulating oil for maintenance or inspection:

1. Start with a clean dry container to store the transformer oil.

2. Use clean pumps and hoses that will not contaminate the oil. Do not use natural rubber hoses.

3. Attach the pump intake line to the drain valve on the transformer.

4. Place the output line on the bottom of the storage container. Do not permit the oil to splash into the container as this may
introduce air and moisture into the oil.

5. Do not lower the oil below the top of the core clamp. Exposing the coil and insulation to the atmosphere will allow air
bubbles to become trapped in the insulation and could lead to insulation failure.

To replace the oil in the transformer:

1. Pump from the bottom of the storage container. Do not allow the intake line to suck air.

2. To prevent aeration at the outfeed, direct the oil stream parallel to and along the upper surface of the core clamp.

3. Pump slowly and fill the tank to the 25°C line.

4. Allow several hours between refilling and energization of the transformer to be sure that any gas bubbles created during
the process have been dissipated.

To sample the transformer oil:

1. Samples should be taken only after the oil has settled which can be several days for large transformers or in cold
climates.

2. Oil samples should be taken from the sampling valve at the bottom of the tank.

3. Start with a clean dry bottle to store the transformer oil.

4. Sample the oil only when the transformer is warmer than the surrounding air to avoid condensation of moisture on the oil.
5. Draw out sufficient oil to fill the bottle three or four times. Discard this oil according to proper environmental requirements.
Retain the oil from the final draw in the bottle as the test sample.
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Connections

Refer to the transformer nameplate for the kVA rating and the permissible connections. No connections other than those
shown on the nameplate should be made; and none of the connections should be changed while voltage is applied to the
transformer. More than one-half the rated kVA should not be applied between any one line terminal and neutral. Provisions
are made for grounding the tank by means of tapped pads and ground connectors, if ordered.

Primary Terminations

Dead front Transformer Connections: Primary terminations are made with shielded separable insulated cable elbow
connectors, used with externally clamped bushing wells. Loadbreak or non-loadbreak bushing inserts should be used with
the wells, unless integrated bushings are furnished. Bushings are provided with tabs to accept a bail, used as a positive
hold down for elbows. The bail prevents accidental removal of elbow connectors under energized conditions. When
removing cables from the bushings, they may be easily transferred to an adjacent parking stand. The parking stands will
accept open plug type accessories available for loop/radial feed,grounding or insulating the terminators during trouble
shooting, sectionalizing or maintenance. On transformers equipped with bushing wells, the bushing inserts may be changed
or replaced at the installation site. Changing inserts does not affect the transformer seal.

Accessories

A. Bayonet Fuses: Larson Magnetics transformers may be equipped with a bayonet type expulsion fuse. The externally
operable bayonet fuse assembly provides load break capacity by simple hot stick withdrawal. Transformers incorporating
this device must not be applied to primary distribution systems where the available fault current will exceed the maximum
current interrupting capability of the bayonet fuse. Where the available fault current does exceed the maximum current
interrupting capability of the fuse, current limiting fuses should be used.

Fuse Removal Procedure:

1. Vent transformer by opening the pressure relief device with hot stick. Next, standing to one side of the transformer,
attach hot stick to fuse holder eye and twist hot stick to unlock fuse holder.

2. Turn fuse holder 90° in tube to break the seal between the seal gasket and the outer tube assembly. NOTE: If tank
pressure is not released, fuse holder may be forced out of transformer. Maintain control of fuse holder at all times.
3. Draw the fuse holder out quickly 4 to 6 inches to interrupt the load. Wait a few moments for the oil to drain into the tank.
4. Remove fuse holder from outer tube assembly and wipe off fuse cartridge holder and fuse cartridge.

5. Use a wrench to remove the fuse cartridge from the cartridge holder.

6. Remove end plug from fuse cartridge using two wrenches. Use screwdriver or other tool to straighten the tulip tip end of
fuse element and push fuse element out of fuse cartridge.

NOTE: Replace fuse cartridge if damaged.

7. Insert replacement fuse element into cartridge from either end. Tulip tip may have to be closed slightly to allow

insertion into cartridge.

8. Install the cartridge and fuse to the holder with the formed end ferrule towards the holder. Secure the holder while using
a wrench on the flat of the cartridge ferrule and torque to 50-70 in-lbs.

9. Spread tulip tips of fuse before installing end plug. Tighten end plug to expand the tulip tips using a wrench on end plug
while holding fuse cartridge with wrench on flat of ferrule next to end plug and torque to 50-70 in-lbs.

10. Remove end plug and inspect the tulip tips to see that they are uniformly expanded to insure even contact. Replace the
end plug and torque to 50-70 in-lbs.

11. Check oil level at oil fill plug, and add oil, if necessary.

12. Attach end of fuse holder assembly to hot stick and insert holder assembly firmly into the outer tube assembly. Twist the
locking handle so that the latch engages the outer tube shoulder. NOTE: Visually inspect inner fuse holder assembly to
ensure it is installed properly.

WARNING: The bayonet fuse is not recommended for fault closing. Serious personal injury may result if attempted. Internal
fault conditions can cause the transformer to rupture. Always energize transformer from remote location to be safe. This
device was designed and intended for under oil application only. Refer to Step 11 for correct oil level.
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CAUTION: Do not re-energize suspected failed transformer. When replacing a blown fuse, the feed circuit should be
opened and closed from a remote location. After fuse replacement, the bayonet should be replaced using the procedure
described above and re-energized from a remote location. If equipment is re-fused while energized, the fuse could close in
on the system's maximum fault current. Any equipment that has a suspected failure should not be closed in with this fuse.
The bayonet fuse is designed to be operated in accordance with normal safe operating procedures. These instructions are
not intended to supersede or replace existing safety and operating procedures. The bayonet fuse should be installed and
serviced only by personnel familiar with good safety practices and the handling of high voltage electrical equipment.

B. Internal Expulsion Fuses:

The fuse is in series with the HV winding, and in case of internal failure of the transformer or overload, the protective link
disconnect the transformer from the line without affecting line fuses or breakers. Internal expulsion fuses should not be
used on primary distribution systems where the available fault current exceeds the maximum current interrupting capability
of the fuse element. Where the available fault current does exceed the maximum current interrupting capability of the fuse,
current limiting fuses should be used.

Cc. Internal Current Limiting Fuse: Larson Magnetics transformers are also available with internal current limiting fuses
that will limit the energy let through into the fault.

D. Surge Arresters: Surge Arresters are provided optionally in pad mount transformers to protect equipment and cables
from over voltage surges. During steady state conditions, line-to-ground voltage is applied continuously across the arrester
terminals. When surges occur, the arrester immediately limits the over voltage to the required protective level by
conducting the surge current to ground. Upon passage of the surge, the arrester returns to its initial state, conducting
minimal leakage current.

Dead front Surge Arrester also called elbow arrestor is a pre-molded rubber elbow that houses zinc oxide Varistor
technology to provide over voltage system protection to dead front grounding pad mount transformers.

Live front Surge Arrester is a polymer that houses a metal oxide Varistor to provide over voltage system protection to Live
front grounding pad mount transformers.

E. Pressure Relief Valve: Automatic Pressure relief valve is standard on all Larson Magnetics transformers and is
intended to slowly release pressure to prevent rupture of the transformer tank. These valves are factory adjusted to vent at
5 +2 PSI Normal operation and atmospheric temperature fluctuations cause the oil and components in the tank to naturally
expand and contract causing the gas filled head space inside the tank to fluctuate in pressure.

F. Fill Plug/ Filler Valve with Schrader Valve: Fill Plug with Schrader Valve or Filler Valve with Schrader Valve is
provided to facilitate addition of dielectric fluid and Nitrogen to the tank.

G. Drain Valve and Fluid Sampler: The Drain Valve and Fluid Sampler is provided to facilitate sampling of the dielectric
fluid for testing and other purposes. Sampling is usually performed on the side of the valve without the need to remove the
end plug.

H. Liquid level gauge: A liquid level gauge is supplied to indicate the amount of dielectric fluid in the transformer tank. The
gauge consists of a float arm inside the tank magnetically coupled to the indicator needle inside the gauge. The magnetic
coupling maintains a liquid tight separation between the interior oil and the outside to minimize potential leaks.

Larson Magnetics utilizes several different brands and models of liquid level gauges depending on the application.
Transformers can be supplied with a standard gauge or more sophisticated models with alarm or trip contacts to facilitate
external monitoring. Liquid Levels may vary under normal operation according to temperature and pressure. The 25° C
mark is only a reference fluid level at 25° C.

I. Temperature gauge: The temperature gauge is supplied to indicate the dielectric fluid temperature in degrees
centigrade at the top of the oil column. The gauge consists of two needles (one white and one red). The white needle is the
current oil temperature of the unit. The red needle is a resettable maximum indicator. As the temperature of the oil rises,
the white needle pushes the red needle higher with it. If the temperature of the oil declines the white needle follows and
goes down with temperature, the red needle however remains at the highest temperature reached and acts as a recorder
to indicate the highest temperature achieved by the unit. The red needle (maximum indicator) can be reset by turning the
knob on the front of the gauge face. The temperature gauge consists of a long thermocouple that extends into the tank
inside a protective thermocouple well. The isolation between the thermocouple and the dielectric fluid facilities the removal
and replacement of the gauge without draining down the dielectric fluid. The temperature gauge can be equipped with
either one or two contacts for remote monitoring or fan control. These alarm contacts are factory set but can be adjusted if
desired.

J. Pressure Vacuum Gauge: The pressure vacuum gauge indicates whether the head space pressure inside the tank is
positive, negative or neutral. The pressure inside the tank will vary depending on the load of the unit, temperature of the oil
and ambient temperature outside. As the oil temperature rises, the pressure inside the tank also rises. As the temperature
falls, the pressure falls. It is common for a transformer to have either a positive pressure or a negative pressure. Do not be
alarmed by a consistent negative pressure. However, if the gauge consistently reads zero and does not appear to be
changing with environmental or load conditions, this may be an indication of a leak and may need attention.
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Visually inspect the unit for any signs of a leak or damaged seal. The pressure/ vacuum gauge can also be equipped with
alarm and trip contacts (by adding a separate pressure alarm switch) for remote monitoring of positive and negative
pressures.

K. Load Break Oil-Immersed Rotary Switches (LBOR): Do not operate load break equipment if a fault condition is
suspected. Doing so can cause an explosion or fire. Use a hot stick to operate transformer load break equipment. After
operating transformer load break equipment, check that voltages at transformer terminals are the expected values.
Checking voltages verifies that load break equipment operated properly and that electrical circuit conditions are as
expected.

Two-Position LBOR Switch

The Two-Position LBOR Switches are provided optionally in pad mount transformers to achieve load breaking or making
and loop feed switching. LBOR's will have a hot stick operable handle Multiple 2-Postion LBOR Switches may be utilized to
achieve loop Feed switching. The spring-loaded activating mechanism of the switch ensures quick load break or load make
operations in less than one cycle, and should be performed with a hot stick.

Storage

Transformers should be stored filled with oil and in a clean dry place. If possible they should be stored where there will be
no extreme temperature changes. Before the transformer is put in service, it should be checked in the same manner as
when received.

Maintenance

A periodic visual inspection of the transformer is recommended. At such times, the general condition of the following should
be noted.

1. High voltage bushings

2.Arresters (if provided)

3.Enclosure integrity (hinges, locking provisions, corrosion, etc.)

4 Evidence of oil leakage

5.Ground connections

6.Accessories

7.Safety labels

8.Transformer tilt

Where tanks show evidence of rusting or deterioration of the finish, they may be cleaned and then retouched with paint. It is
necessary to remove all loose paint and rust by wire brushing, scraping, or sanding. Clean the surface using a good
solvent. Apply an acrylic lacquer, alkyd enamel, two part urethane, or a silicone alkyd primer, allow to dry, and then apply a
color matched, compatible top coat and allow to dry. If metal is rusted to the point of being weak such that the enclosure
integrity can be compromised, repair or replace the part rather than painting it.

Replacement Parts

Replacement parts are available from Larson Magnetics. When ordering parts, give a complete description of the part. Also,
give the kVA, voltage and serial number of the transformer, all of which may be found on the nameplate.

THESE INSTRUCTIONS MAY NOT COVER ALL DETAILS OR VARIATIONS OF THIS PRODUCT FOR YOUR EQUIPMENT OR INSTALLATION REQUIREMENTS.
SHOULD FURTHER INFORMATION NOT COVERED BY THESE INSTRUCTIONS BE REQUIRED, PLEASE CONTACT LARSON ELECTRONICS BY EMAIL AT
SALES@LARSONELECTRONICS.COM OR BY PHONE AT 1-877-348-9680 FOR FURTHER ASSISTANCE.

PLEASE VISIT LARSONELECTRONICS.COM FOR WARRANTY AND RETURN INFORMATION.
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Oil-immersed Grounding Transformer Preventive Maintenance

Title: Preventive Maintenance Strategies for Oil-immersed Grounding
Transformers: Ensuring Reliability and Longevity

Abstract

Oil-immersed grounding transformers play a critical role in power systems by providing
a stable neutral point for grounding, suppressing overvoltages, and ensuring system
safety. To maximize operational reliability and extend service life, a structured
preventive maintenance program is essential. This article outlines key maintenance
practices, diagnostic techniques, and industry standards for oil-immersed grounding
transformers.

1. Introduction

Oil-immersed grounding transformers are indispensable in medium- and high-voltage
networks, particularly in ungrounded or resistance-grounded systems. Their ability to
limit transient overvoltages and provide a low-impedance path for fault currents makes
them vital for grid stability. However, harsh environmental conditions, electrical stresses,
and aging insulation materials can degrade performance over time. Proactive
maintenance is therefore paramount to prevent failures and unplanned downtime.

2. Critical Components Requiring Maintenance
Key subsystems of oil-immersed grounding transformers include:

« Core and windings: Vulnerable to insulation breakdown due to thermal cycling.

e Insulating oil: Acts as both coolant and dielectric medium; degradation impacts
performance.

« Bushings and connections: Potential points of leakage or corona discharge.

« Tank and cooling system: Ensures proper heat dissipation and oil integrity.

3. Preventive Maintenance Checklist
3.1 Oil Quality Analysis

o Dissolved Gas Analysis (DGA): Detect gases like methane (CH.), hydrogen
(H2), and acetylene (C:H-) to identify overheating, arcing, or partial discharge.
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e Moisture Content: Maintain moisture levels below 35 ppm (per IEEE C57.106)
to prevent reduced dielectric strength.

e Acid Number (AN): Measure oxidation byproducts; AN > 0.1 mg KOH/g
indicates oil replacement.

3.2 Insulation Resistance Testing

o Perform megger tests on windings to assess insulation integrity.
o Compare results with baseline values; deviations >20% warrant further
investigation.

3.3 Thermal Imaging

« Use infrared cameras to identify hotspots in bushings, connections, or tank
surfaces.

3.4 Mechanical Inspection

o Check tank seals, gaskets, and welds for oil leaks.
« Verify conservator bladder integrity to prevent moisture ingress.

3.5 Bushing and Tap Changer Maintenance

« Clean surfaces to eliminate contaminants causing tracking or flashovers.
e Lubricate tap changer contacts to reduce contact resistance.

4. Maintenance Scheduling

« Routine Checks: Monthly visual inspections for leaks, oil levels, and audible

noise.

« Annual Comprehensive Tests: Full DGA, turns ratio, and winding resistance
measurements.

o 5-Year Overhaul: QOil filtration/replacement, bushing replacement, and core
inspection.

5. Advanced Diagnostic Technologies

« Frequency Response Analysis (FRA): Detect winding deformation or core
displacement.

« Partial Discharge Monitoring: Identify early-stage insulation defects.

« Online Oil Monitoring Systems: Real-time tracking of oil parameters via loT
sensors.
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6. Case Study: Mitigating Insulation Failure

A 25 MVA oil-immersed grounding transformer in a substation exhibited rising hydrogen
levels in DGA results. Preventive maintenance revealed degraded cellulose insulation
due to localized overheating. Timely oil reclamation and winding drying restored
dielectric strength, avoiding a potential $500k outage.

7. Compliance with Standards
Adherence to international standards ensures consistency:
o |EC 60076: Transformer testing and maintenance guidelines.

o |EEE C57.12.00: General requirements for liquid-immersed transformers.
o ANSI/NETA MTS-2019: Maintenance testing specifications.

8. Conclusion Conclusion

A robust preventive maintenance regime for oil-immersed grounding transformers
minimizes operational risks, enhances asset lifespan, and aligns with industry best
practices. By integrating traditional inspections with advanced diagnostics, utilities can
achieve cost-effective reliability in evolving power grids.
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