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l. Installation - DCP-5-DP

This power supply can be operated on a range of voltages with an input of 100-277VAC @47~63
hz converted to 12VDC @5 Amps or 24VDC @ 2.5 Amps. This converter is specifically designed
to be hardwired into building, boat or vehicle electrical supplies, allowing users to use standard AC
power to operate equipment that requires low voltage. This power supply is waterproof, wet and
damp area approved and suitable for indoor and outdoor applications.

l. Installation

1. Before commencing any installation or g Plug into power source. Make sure that
maintenance work, please disconnect the you hear a “click”, this ensures that the

power Supply from the Ut|l|ty Ensure that it p|ug is secure and will not come out.
cannot be re-connected inadvertently.

7. The wire color will vary by country, please

2. Keep proper ventilation around the unit refer to the table for more information.
and do not stack any object on it. A 10-

15 cm clearance must be kept when the

adjacent device is a heat source. . European
North America Harmonized
3. Mounting orientations other than |veandACL Black Brown
Neutral and ACN White Blue

standard orientation or operate under

high ambient temperature may increase ::’E f‘”d FG (Class | Green Green/Yellow
the internal component temperature and only)

will require a de-rating in output current.
Please refer to the specification sheet to
receive the optimum mounting position
and information about the de-rating curve.

Note: Please check the label on your
power supply unit for output voltage
before attempting to install. Choices
include -12V for 12V DC @ 5A or -24V

4. Current rating of an approved primary/
J PPTOVEX PIMAY" for 24V DC @ 2.5A.

secondary cable should be greater than or
equal to that of the unit. Please refer to its
specification.

5. These power supply’s come equipped
with a DT06-2S, which mates with our
DTO04-2P connectors. Plug your device into
the inline transformer by connecting your
DTO06-2S with our DT04-2P.
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Il. Safety Warnings and Ratings

I. Warnings

Risk of electrical shock and energy hazard.
All failure should be examined by a qualified
technician. Please do NOT remove the case
of the power supply by yourself.

Please do NOT install power supplies in
places with high ambient temperature or
close to a fire source. Please refer to the
specifications about the maximum ambient
temperature limitations.

Output current and output wattage must not
exceed the rated values on the specifications.

The FG must be well connected to PE
(protective Earth) if the unit equips with it.

Il. Ratings/Features

IP67 Rated Waterproof

Overload, Short Circuit, Over Voltage and
Over Temperature Protection

UL1310 Class 2 Rated

CAN/CSA C22.2 No. 223-M91

Suitable For LED Moving Signs

lll. Options

lil.I Cord Cap
-5-15 Straight
-6-15 Straight
-L5-15 Twist
-L6-15 Twist
-UKBS1363
-Intl. Schuko
-Pigtail

lIL1l Voltage
-12V
-24 'V

E X P E D1 TED S UPERI OR cC USsTOM FABRICATI ON

LARSON ELECTRONICS LLC - 9419 E US HWY 175 - KEMP, TX 75143

S HI P P I NG

p: 1-800-369-6671 - intl: 903-498-3363 - f: 903-498-3364 - sales@larsonelectronics.com



