
X1

XN

WIRE LEGEND

XG

600V THHN BLACKCABLE

600V THHN GREEN
CABLE
CABLE

600V THHN WHITE

HV1 600V THHN BROWNCABLE
600V THHN ORANGECABLEHV2

USER NOTES:
IEC 60076 permits +/- 10% tolerance in percentage
impedance at the manufacturer’s end.

ID        TYPE        DESCRIPTION        WIRE SIZE

CABLEHVG1-2 600V THHN GREEN

#6 AWG cu

#250 KCMIL cu

#8 AWG cu

H1
H2
H3
HG

600V THHN BROWNCABLE

600V THHN GREENCABLE

600V THHN ORANGECABLE
600V THHN YELLOWCABLE

  
  
#250 KCMIL cu
#250 KCMIL cu
#4 AWG cu

#1/0 AWG cu

#1/0 AWG cu
X2 600V THHN REDCABLE #1/0 AWG cu

 

  

 

 BLK

 GRN XG

X1

 WHT XN

 

  250V 150 AMP 10kA
 2 POLE MCCB

 

  HV1

  HV2

3 POLE MCCB
 480V 250 AMP 35kA

 2 POLE MCCB
480V 80 AMP 25kA

480 - 120/240 VOLT
  37.5KVA 1PH Iso-Xfmr

 60Hz

Impedance % 3.82

NEC Article 250
GND_CHASSIS

Neutral Bonded

  HVG1-2
 150A

  NEMA
 2P+N+PE
Enclosure
Term-Lug

 120/240V

   

GRN   HG

  BRN

  ORG

  YLW

 H1

 H2

 H3

 BLK X2

Thru-Handle

  for Winch Supply
Output Block

  for Cabin Supply

#4 AWG cu
#4 AWG cu

480V/250A
  NEMA

  3Ø + PE
  Term-Lug
Enclosure

  Input Block

480V/250A
  NEMA

  3Ø + PE
  Term-Lug
Enclosure

Output Block

Title

Author

File

Revision

Document

Date Sheets

MPD-CE-TBX.250AB-DE37.5SZ-RN-2.TBX-M1

David Downs
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