
 480 - 208Y/120 VOLT

 60Hz

150KVA 3PH XFMR

  GRN  HG

 BRN

 ORG

 YLW

H1

H2

H3

 125% Pri.
Protection
NEC 450.3B

  INPUT

1 Per Ø
480V/200A
1 Per PE
  Male

  CAM-LOCK
 Series-16

  1 Per PE
1 Per Ø

 Female
 Series-16

  CAM-LOCK

 208V/400A
  1 Per NEUT

  WIRE LEGEND

IEC 60076 permits +/- 10% tolerance in percentage
impedance at the manufacturer’s end.

X1
X2
X3

2000V TYPE W RED
CABLE
CABLE

2000V TYPE W BLACK

CABLE 2000V TYPE W BLUE
CABLE

600V THHN GREENXG CABLE
2000V TYPE W WHITEX0

#2 AWG cu

H1
H2
H3
HG

CABLE

600V THHN GREENCABLE

CABLE
CABLE

#6 AWG cu

ID              TYPE        DESCRIPTION           WIRE SIZE

#4/0 AWG cu
#4/0 AWG cu
#4/0 AWG cu
#4/0 AWG cu

  1 Per PE
1 Per Ø

 Female
 Series-16

  CAM-LOCK

 208V/400A
  1 Per NEUT

 X1

 X2

 X3

  BLK

  RED

  BLU

  GRN XG
WHT  X0        

 3 POLE MCCB
  250V 400 AMP 65kAImpedance % 4.95

NEC Article 250

  GND_CHASSIS

Neutral Bonded

#3/0 AWG cu

#3/0 AWG cu
#3/0 AWG cu

600V THHN BROWN
600V THHN ORANGE
600V THHN YELLOW

  208Y/120V 400A
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David Downs

A 3PH 150KVA 208Y-120V 400A 3PH MCB 10x16-
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